1/2” & 7/8” CORRUGATED PANEL

MATERIALS
- .032 aluminum
- .040 aluminum
- .050 aluminum
- 24 gauge steel
- 22 gauge steel
- Galvalume Plus

SPECS
- 39.75” Wide, 7/8” High
- 44.5” Wide, 1/2” High

7/8” CORRUGATED
- 37.33” NOMINAL COVERAGE WITH 1 LAPPED RIB FOR SIDING
- 34.67” NOMINAL COVERAGE WITH 2 LAPPED RIBS FOR ROOFING

1/2” CORRUGATED
- 42.67” NOMINAL COVERAGE WITH 1 LAPPED RIB FOR SIDING
- 40” NOMINAL COVERAGE WITH 2 LAPPED RIBS FOR ROOFING

PRODUCT FEATURES
- 30-year non-prorated finish warranty
- Matching screws and rivets
- Closure strips available
- Precut short lengths (5’-0” minimum) (3’-0” on the M-42)
- Panel lengths up to 30’ on steel and 22’ on aluminum

MATERIAL
- 43 stocked colors (24 gauge steel)
- 16 Stocked colors (22 gauge steel)
- 36 stocked colors (.032 aluminum)
- 22 stocked colors (.040 aluminum)
- 29 stocked colors (.050 aluminum)
- Galvalume Plus available

FLORIDA BUILDING PRODUCT APPROVALS
Please refer to pac-clad.com or your local factory for specific product approval numbers for exposed fastener panels.