ROOF CURB DETAILS (LOW SIDE)

NOTES / LEGEND

ALL FASTENERS DRILLED THROUGH ALUMINUM MUST BE STAINLESS STEEL.

1. 4 FASTENERS PER PANEL IF PANEL WIDTH ≤ 18".

2. FASTENERS PER PANEL IF PANEL WIDTH > 18".

3. FLASHING MATERIAL TO MATCH ROOF PANEL MATERIAL.

4. MUST BE STAINLESS STEEL IF ROOF PANEL IS ALUMINUM.

5. CONSULT WITH FACTORY FOR JOB SPECIFIC REQUIREMENTS.
ROOF CURB DETAILS (HIGH SIDE)

1. Panel Cleat
2. Special Panel
3. Panel Cleat
4. Fastener (8" O.C. MAX.)
5. Ice & Water Shield Strip
6. Over Panel Cleat
7. Tube Sealant
8. Fastener (8" O.C.)
9. Ice & Water Shield to Extend 6" Up Side of Curb
10. Standing Seam Panel

NOTES / LEGEND

- All fasteners drilled through aluminum must be stainless steel.
- 4 fasteners per panel if panel width < 18".
- 5 fasteners per panel if panel width ≥ 18".
- Flashing material to match roof panel material.
- Must be stainless steel if roof panel is aluminum.
- Consult with factory for job specific requirements.