The PAC-CLAD Modular AL panel system from Petersen empowers designers to create unique cassette-style metal cladding surfaces using panels of various sizes and depths and in multiple colors. Panel dimensions can be standardized, or designers can define panel dimensions and depths to create truly unique, flexible and eye-catching patterns. Vertical or horizontal panels can be combined in the same layout. Panels can be finished in any combination of the 46 standard PAC-CLAD colors, or custom colors. Panels can be perforated, including in specific patterns that spell words or form logos. Installation of Modular AL panels can be performed on a variety of substrates including plywood, insulation, purlins or any combination of these.

**PRODUCT FEATURES**
- Flat or tapered
- No sealants
- Concealed fasteners
- Easy installation
- Can be perforated
- Custom Sizes
- 30-year finish warranty
- Made of 100% recycled aluminum
- Full fabrication package on all projects
- Weep holes for pressure and moisture venting
- Mix and match panel depths and sizes
- Stacked and running bond designs available

**TESTING**
- E283
- E331
- E330
- AAMA 508

**MATERIALS MAXIMUM DIMENSIONS**

<table>
<thead>
<tr>
<th>MATERIALS</th>
<th>MAXIMUM DIMENSIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>.050 Aluminum</td>
<td>24-in. by 120-in.</td>
</tr>
<tr>
<td>.063 Aluminum</td>
<td>24-in. by 120-in.</td>
</tr>
<tr>
<td>.080 Aluminum</td>
<td>30-in. by 120-in.</td>
</tr>
</tbody>
</table>

Standard Sizes: 24” x 72”, 24” x 120”

Depth range: 1 3/8-in. to 3-in.

Joint range: 1/2-in. to 1-in.

Custom sizes: Consult factory rep